
Name

25mm HD grey rigid 
solar rigid conduit 
with SAA certificate

25mm HD grey rigid 
solar corrugated 
conduit 
with SAA certificate 

25mm zinc 
plated half 

saddle

Conduit Tee

25mm Plain to 
Screw Adapter

25mm 
Conduit Coupling 
(female to female)

Elbow conduit 
fitting

25MM SHALLOW 
BOX 3 WAY

25MM SHALLOW 
BOX 4WAY

Lock Ring

PVC Elbow

Item Code Photo Size
Carton 

Size Cbm
Packing Detail 

 Pcs/ Per Carton

Per Innerbox  
Pcs/ Total 

Inner Box Qty

25- HDRIG- 
grey-4m

25- HDCOR- 
grey-50m

25- HalfSa

25- Tee

25- 
Adp P2S

25- 
CC F2F

25- 
ElbowLONG

25- 
3WAY

25mmPlain to 
Female Conduit 

Adapter

25- 
Adp P2F

25- 
4WAY

25- 
Lock ring

25-
Elbow90D

25mmx4mtr

25mm

25mm

25mm

25mm

25mm

25mm

25mm

25mm

25mm

25mm

25mm

10 /

/

/

/

PCS/
Bun dle

50

0.025

 Carton Weight： 
Kg

 Pallet 
L X W X H Cm

15

30

45

32

36

36

36

36

15

15

12

12

0

13

13

13

13

23

23

13

10

8

8

8.25 110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

110 x 110 x 130

0.05

0.07

0.07

0.015

0.04

0.028

0.028

0.028

0.028

0.126

0.126

METER/
R OLL

1000 PCS

1000 PCS

1000 PCS

4000 PCS

200 PCS

200 PCS

900 PCS

520 PCS

520 PCS

400 PCS

100pcs
10boxes

10pcs
40boxes

50pcs
20boxes

50pcs
18boxes

20pcs
26boxes

20pcs
26boxes

200pcs
20boxes

10pcs
20boxes

10pcs
20boxes

50pcs
20boxes

Box size 
L x W x H

17 x 17 x 7.8cm

23 x 21.5 x 10cm

33 x 21.5 x 10cm

23 x 21.5 x 10cm

23 x 21.5 x 10cm

15.5 x 15.5 x 
10.2cm

17 x 17 x 7.8cm

26.3 x 15.6.5cm

15.5 x 13.8cm

15.5 x 13.8cm

Carton / Pallet
Carton size 
L x W x H

12.5 x 5 x 400cm

46 x 46 x 22cm

35 x 35 x 25cm

43 x 31 x 21cm

38.5 x 22 x 34cm

38.5 x 22 x 34cm

38.5 x 22 x 34cm

56 x 47.5 x 47.5cm

56 x 47.5 x 47.5cm

38.5 x 22 x 34cm

44 x 38 x 40cm

44 x 38 x 40cm
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25mm conduit and its fitting accessories
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